

Date: 18th October 2024
TENDER ADVERTISEMENT
Habitat for Humanity Kenya invites bids from interested, eligible, reputable, and competent suppliers and contractors:
	TENDER REF NO
	ITEM DESCRIPTION
	LOCATION

	[bookmark: _Hlk179391187]HFHK/GGF/03-10/2024
	CONTRACT FOR CONSTRUCTION OF 15 HOUSES IN HOMABAY WITH FULL INSULATED CONCRETE FOAM (ICF) BUILDING TECHNOLOGY -ON NORMAL FLOORING
As per specifications provided on the BOQ
	Ndiwa Sub-County Homabay County



Interested bidders must enclose the following documents:
· Valid KRA Pin/VAT/Tax Compliance certificate
·  CR12
· Valid Business Permit
· Attachment of 3 similar works i.e. LPO’s/Contracts
· At least 2-3 years of operation
· The price quoted should be in KES and inclusive of tax where applicable.
· Recent Bank Statements for 6 months or Latest Audited Financial Records
· Company profile
· Provide NCA 5 certificate and above 

Detailed request for quotation may be obtained (Free of charge) from the Habitat for Humanity Kenya website: https://hfhkenya.org/careers or requested through procurement@hfhkenya.org

Duly completed and sealed tender documents in plain envelope with the TENDER REF NO. and TENDER DESCRIPTION title clearly indicated on the envelope should be deposited in the tender box placed at the Habitat for Humanity Kenya on or before Close of Business on 24th October 2024 addressed to;
The Chairperson, Procurement Committee,
Habitat for Humanity Kenya
Kasuku Lane-off Lenana Road,
P.O Box 38948 – 00623, Nairobi Kenya.
Habitat for Humanity Kenya reserve the right to accept or reject any tender in part or wholly and does not bind itself to accept the lowest bidder. Only successful bidders will receive communication from HFHK office. Any form of canvassing either directly or indirectly shall lead to disqualification of the tender.

	






PROPOSED HFHK SOCIAL HOUSING, HOMABAY
(Incremental House & Pit Latrine)



FOR




	HABITAT FOR HUMANITY KENYA

	P.O.BOX 38948 - 00623

	Nairobi - Kenya.









Bill of Quantities







September 2024





FORM OF TENDER


PROPOSED HFHK SOCIAL HOUSING, HOMABAY ( Incremental House & Pit Latrine)
Having visited the site and examined the Tender Documents for the execution of the above works, we the undersigned are willing to Contract and perform fully, the whole of the said works in accordance with the said Bills of Quantities, Specifications and Conditions of Contract and to enter into a Contract and complete the whole of the works within the time stated in this Form of Tender.

Our Tender figure including all Preliminaries , P. C. Sums, Provisional Sums and Contingencies, VAT and based on a fixed price contract amounts to ;-

	Kenya     Shillings  (  Words  )  ………………………………………………………………………

	…………………………………………………………………………………………………

	……………………………………………………………………………………………………

	…………………………………………………………………………………………………



	We the undersigned agree to be bound and submit to the said Articles of Agreement, Conditions of Contract and the Priced Bills of Quantities which shall form the basis for the valuation of interim certificates and any extra or omitted work which may from time to time be ordered by the project manager

	Kshs.  (  figure  )    ……………………………………………………………….



Signature of Tenderer...................................................................................................

Name of Tenderer.............................................................................................................

Address of Tenderer......................................................................................................

Date.......................................................

	TIME FOR COMPLETION

	Further we the undersigned, agree to complete the whole of the works within the time stated below from the date of possession of the site as defined within the Conditions of Contract.

	Words	{weeks)



Figures	(weeks)









HFHK

1

	OTHER COVENANTS

	And further, we the undersigned agree that:-

	We have visited the site and familiarised ourselves with the current status of the works

	HFHK shall neither be bound to accept the lowest tender or any Tender nor to reimburse any expenses incurred by the tenderer in the preparation of this Tender.








TENDER VALIDITY PERIOD
Further we, the undersigned, agree that unless and until a formal agreement is executed, this
Tender together with your acceptance thereof, shall constitute a binding Contract between us, and this Tender shall remain a valid offer for Sixty ( 60 ) days.


EXAMINATION OF TENDER DOCUMENTS

Further we, the undersigned, have examined all the drawings detailed previously which will form part of this Contract, together with the instructions to Tenderers, and we have no further questions relating to them and we have personally signed each document as identification.

Further we, the undersigned understand that the lowest, or any portion of any tender will not necessarily be accepted nor will any expense incurred by the Tenderer in the preparation of this Tender be allowed. Further, HFHK reserves the right to award whole or portion of the tenders and to supply only materials or equipment as may deem fit.


Signature of Tenderer...................................................................................................…

Name of Tenderer..............................................................................................................

Address of Tenderer..........................................................................................................


	
	

	SITE HANDED OVER TO CONTRACTOR ON...............................

	
CONTRACT PERIOD IS WEEKS
	

	
	

	COMPLETION DATE OF WORKS DATE........................................

	
	



The contractor is reminded that cost, quality and time is of greatest essence.






HFHK






















MAIN HOUSE CONSTRUCTION



























HFHK

	ITEM
	DESCRIPTION
	UNIT
	QTY
	RATE
	AMOUNT

	






1.1



1.12


1.13



1.14


1.15



1.16



1.17





1.18


1.19










1.2
	ELEMENT NO.1
	
	
	
	

	
	SUBSTRUCTURE WORKS
	
	
	
	

	
	( All Provisional)
	
	
	
	

	
	Earthworks
	
	
	
	

	
	Clear site of all vegetative growth, bushes and shrubs in the area and cart away arising as instructed by the project manager.
	
SM
	
21
	
	

	
	Excavation for foundation columns
	
	
	
	

	
	Excavate in normal material for column base commencing from reduced level not exceeding 1.5 metres deep
	
CM
	
2
	
	

	
	Extra over all kinds of excavation irrespective of depth for 
	
	
	
	

	
	Class I: Soft Rock
	CM
	1
	
	

	
	Disposal
	
	
	
	

	
	Load and cart away surplus excavated material from site to contractors approved tipping area off site as authorized by the
Local Authorities
	

CM
	

2
	
	

	
	Backfilling 
	
	
	
	

	
	Backfill deposits, well watered and compacting in layers
maximum 150 mm thick.
	
CM
	
0
	
	

	
	Disposal of Water 
	
	
	
	

	
	Keeping excavation free from all water including spring or
running water by pumping, bailing or any other approved means
	

ITEM
	
	
	

	
	Planking and strutting  
	
	
	
	

	
	Allow for maintaining and supporting sides of all excavations by planking and strutting or other means as required.
	
ITEM
	
	
	

	
	Filling approved hardcore or other equal and approved imported material in making up levels
	
	
	
	

	
	
300 mm thick; depositing and compacting in layers maximum 150 mm thick; compacted to 98% Proctor (beneath surface bed)
	

SM
	

21
	
	

	
	Stone or quarry dust blinding 
	
	
	
	

	
	50 mm thick blinding surfaces of fill
	SM
	21
	
	

	
	Soil Poisoning
	
	
	
	

	
	Rate shall allow within the unit rate build up for treating vertical sides of foundation trenches, column base pits and around building plinth as per manufacturers printed instructions, quantity indicated herein is measured flat overall on net floor surface beds, provide ten year guarantee
	
	
	
	

	
	Premise 200 SC Chemical anti termite treatment manufactured by Bayer Environmental Science and applied by an approved specialist under a ten year guarantee to surfaces of hard core, etc.



Total Carried forward
	

SM
	

21
	
	



10
HFHK

	ITEM
	DESCRIPTION
	UNIT
	QTY
	RATE
	AMOUNT

	
	Total Brought Forward
	
	
	
	

	
	
Concrete Works
	
	
	
	

	
	Blindings
	
	
	
	

	
	Insitu concrete, Class 15Mpa
	
	
	
	

	1.21
	50mm Blinding layer under column bases Reinforced concrete 
Insitu concrete : Class 20MPa : vibrated : reinforced
	SM
	1
	
	

	

1.22
	

100mm thick concrete porch floor slab
	

SM
	

21
	
	

	1.23
	Column base
	CM
	0
	
	

	1.24
	Foundation columns
	CM
	0
	
	

	
	Ground beamm

Steel Bar Reinforcements

Supply and fix steel bar reinforcement including bending,
	CM
	0
	
	

	

1.25
	hooking, tying wire, cutting spacers and supporting in position

12mm Dia Bars
	

KG
	

26
	
	

	1.26
	10mm Dia Bars
	KG
	74
	
	

	1.27
	8mm Dia Bars

Sawn Formwork;
	KG
	39
	
	

	
	Columns
	
	
	
	

	1.28
	Sides of foundation columns and column bases
	SM
	6
	
	

	
	Floor Beds
	
	
	
	

	
1.29
	Edges of surface beds; over 75mm but not exceeding 150mm high
	
M
	
18
	
	

	
	Ground beam
	
	
	
	

	1.3
	Edges and soffits of Ground beam;
	SM
	15
	
	

	
	Steel Fabric Mesh Reinforcement to BS 4483
	
	
	
	

	
1.31
	BRC Mesh fabric movement Ref A142(weighing 2.2Kg/m2) laid in floor bed ( measured no net-allowance made for lamps)
	
SM
	
21
	
	

	
	Labours and sundries
	
	
	
	

	
1.32
	One layer 1000Gauge polythene sheet damp proofing membrane; under floor bed; 300mm laps

Total Substructures carried to Summary
	
SM
	
21
	
	



	ITEM
	DESCRIPTION
	UNIT
	QTY
	RATE
	AMOUNT

	
	ELEMENT NO.2

REINFORCED CONCRETE SUPERSTRUCTURE 
Concrete Works
	
	
	
	

	
	
Reinforced Cocnrete: Class 25/20: Vibrated
	
	
	
	

	2.11
	Beams & Lintols- 250mm deep


Steel Bar Reinforcement

High Tensile Square twisted to BS 4461 as described in;-
	CM
	1
	
	

	
2.13
	
10mm Dia Bars
	
KG
	
52
	
	

	2.14
	8mm Dia Bars
	KG
	46
	
	

	
	Sawn Formwork
	
	
	
	

	2.15
	Sides and soffites of Beams and Lintols













Total RC Superstructures carried to summary
	SM
	14
	
	



	ITEM
	DESCRIPTION
	UNIT
	QTY
	RATE
	AMOUNT

	







3.11





3.12
	ELEMENT NO.3

WALLING

Supply, deliver and install Approved insulating concrete foam walling;including insitu concrete class 20; laid to finish
	
	
	
	

	
	150-200mm thick external and internal walling
	SM
	36
	
	

	
	
Sundries
	
	
	
	

	
	Damp proof Course; Bituminous felt: bedded in cement 
mortar( 1:4):300mm laps
	
	
	
	

	
	Horizontal: 200mm wide
















Total Walling carried to summary
	M
	18
	
	



	ITEM
	DESCRIPTION
	UNIT
	QTY
	RATE
	AMOUNT

	
	ELEMENT NO.4

ROOFING & RAINWATER DISPOSAL
Supply and fix prepainted gauge 30 G.C.I 
cover or other equal and approved roof covering 
;measured net without allowing for headlaps or side laps la id on approved timber trusses (m/s)
	
	
	
	

	
4
	
Roof Cover

The following in Cypress timber Trusses ; to be well treated and pressure tested to the satisfaction of the project manager;
	
SM
	
24
	
	

	
4.11
	
100 x 50 mm rafters
	
M
	
19
	
	

	
4.12
	75 x 50 mm purlins
	
M
	
29
	
	

	
	
	
	
	
	

	4.13
	100 x 50 mm wall plate
	M
	12
	
	

	
	
	
	
	
	

	4.14
	225 X 10mm Fascia Boards and Barge boards

Rainwater Goods
	M
	11
	
	

	
4.15
	12mm Dia holding down bolt with head, nut and washers, length 150mm
	
NO
	
3
	
	

	
	
28 Gauge Galvanised Mild steel pipes, gutters and fittings
	
	
	
	

	
4.16
	Purpose made gutter jointed with mastic and bolts and fixed to fascia with brackets, size 100 X 100mm
	
M
	
8
	
	

	
4.17
	Pipes with solvent welded joints fixed with adjustable clips (m/s), Size 75 X 100mm
	
M
	
3
	
	

	4.18
	Extra over for outlet , size 75 X 100mm
	NO
	1
	
	

	4.19
	Extra for shoe , size 75 X 100mm
	NO
	1
	
	

	
	Prepare and apply two bitumunous paints
	
	
	
	

	4.2
	Internal surfaces of gutter

Prepare and apply two coats undercoat and one gloss finishing oil coat to metal
	SM
	2
	
	

	
4.21
	General surfaces






Total Rainwater & Rainwater Carried to summary
	
SM
	
5
	
	



	ITEM
	DESCRIPTION
	UNIT
	QTY
	RATE
	AMOUNT

	
	ELEMENT NO.5
	
	
	
	

	
5
	WINDOWS

Supply and fix the following wooden Louvered window; to be installed with approved chicken wire gauze on the interior; well imbedded to the walls; all finished as per the
	
	
	
	

	


5.11
	Architect's drawing and to the satisfaction of the project manager

Windows overall size ; 1000 X 11000mm high
	


NO
	


3
	
	

	5.12
	Ditto; 1200 X 1100 mm high
	NO
	1
	
	

	
	
4mm thick clear polished plate glass; fixing to timber frames; includding all proprietary adhesives including silicone and
	
	
	
	

	
5.13
	finished to desired finish.
To small panes; not exceeding 1sqm






Painting and Decoration
	
SM
	
5
	
	

	
	Prepare and apply one undercoat and two gloss oil paint finish;
	
	
	
	

	5.16
	to timberl windows and grilles both sides



Total Windows carried to summary
	SM
	4
	
	



	ITEM
	DESCRIPTION
	UNIT
	QTY
	RATE
	AMOUNT

	
	ELEMENT NO.6


MDF Flush Doors
45mm thick core flush doors;hardwood lipped all round; plywood facing both sides and veneered:
	
	
	
	

	
6.11
	Single leaf door overall size 900X2100mm door
	
NO
	
2
	
	

	
	
Wrot hardwood door frames; selected and kept clean
	
	
	
	

	
6.12
	150 X 45mm thick frame; 2No labours; counter sunk screws
	
M
	
5
	
	

	
	
Prepare, knot and apply etching prime and two coats external quality clear lacquer varnish; on wood surfaces
	
	
	
	

	6.13
	General wood surfaces
	SM
	11
	
	

	6.14
	surfaces; exceeding 100mm girth but n.e 300mm girth
	M
	5
	
	

	
	
Iron-mongery ( client supplied)
	
	
	
	

	
	fix only the following iron mongery to Architect's approval
	
	
	
	

	
6.15
	Stainless steel butt hinges
	
Prs
	
3
	
	

	6.16
	3 Lever Door Mortice Lock



Total Doors carried to summary
	NO
	2
	
	



	ITEM
	DESCRIPTION
	UNIT
	QTY
	RATE
	AMOUNT

	
	ELEMENT NO.7

FINISHES
	
	
	
	

	
	

Internal Finishes
	
	
	
	

	
	Wall finishes
	
	
	
	





































-

	
	Plaster; 9mm first coat of cement and sand (1:4); 3mm second coat of cement and lime putty(1:5) steel trowelled or Earth enabled finish
	
	
	
	

	7.11
	Walls and beams
	SM
	39
	
	

	
	
Prepare and apply undercaot and three coats of silk vinyl paint: to premium quality ; to
	
	
	
	

	7.12
	plastered wall

Floor finishes
Cement and sand (1:4) trowelled beds: on concrete or Earth Enabled Finish
	SM
	39
	
	

	


7.13
	
25mm thick earth enabled screed finish or equal and approved floor finish to the satisfaction of the project manger
	


SM
	


21
	
	

	
	
External Finishes
	
	
	
	

	
	Cement Sand 1:4 screed; trowelled to finish
	
	
	
	

	7.14
	25mm thick Floor screed


Prepare, knot and apply etching prime and two coats external quality clear lacquer varnish; on wood surfaces
	SM
	35
	
	

	
7.15
	
surfaces; exceeding 100mm girth but n.e 300mm girth






Total Finishes carried to summary
	
M
	
13
	
	



	ITEM
	DESCRIPTION
	UNIT
	QUANTITY
	RATE
	AMOUNT

	









A
	ELEMENT NO.8

WATER TANK BASE



SUBSTRUCTURE WORKS
( All Provisional)

Earthworks
Clear site of all vegetative growth, bushes and shrubs in the area and cart away arising as instructed by the project manager.

Excavation for Trenches

Excavate in normal material for strip footing commencing from reduced level not exceeding 1.5 metres deep


Extra over all kinds of excavation irrespective of depth for Class I: Soft Rock
Disposal
Load and cart away surplus excavated material from site to contractors approved tipping area off site as authorized by the Local Authorities
Backfilling 
Backfill deposits, well watered and compacting in layers maximum 150 mm thick.
Disposal of Water 
Keeping excavation free from all water including spring or running water by pumping, bailing or any other approved means
Planking and strutting  

Allow for maintaining and supporting sides of all excavations by planking and strutting or other means as required.


Filling approved hardcore or other equal and approved imported material in making up levels
	
	
	
	

	
8.1
	
	
SM
	
2
	
	

	

8.12
	
	

CM
	

1
	
	

	
8.13
	
	
CM
	
1
	
	

	
8.14
	
	
CM
	
1
	
	

	
8.15
	
	
CM
	
1
	
	

	
8.16
	
	
ITEM
	
	
	

	
8.17
	
	
ITEM
	
	
	

	
	300 mm thick; depositing and compacting in layers maximum
	
	
	
	

	
	150 mm thick; compacted to 98% Proctor (beneath surface
	
	
	
	

	8.18
	bed)
	SM
	2
	
	

	
	Stone or quarry dust blinding 
	
	
	
	

	8.19
	50 mm thick blinding surfaces of fill
	SM
	2
	
	

	
	



Total Carried forward
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	ITEM
	DESCRIPTION
	UNIT
	QUANTITY
	RATE
	AMOUNT

	











8.2
	Total Brought Forward


Soil Poisoning

Rate shall allow within the unit rate build up for treating vertical sides of foundation trenches, column base pits and around building plinth as per manufacturers printed instructions, quantity indicated herein is measured flat overall on net floor surface beds, provide ten year guarantee Premise 200 SC Chemical anti termite treatment manufactured by Bayer Environmental Science and applied by an approved specialist under a ten year guarantee to surfaces of hard core, etc.

Concrete Works
Blindings
Insitu concrete, Class 15Mpa
50mm Blinding layer under strip footings Reinforced concrete 
Insitu concrete : Class 20MPa : vibrated : reinforced

200mm floor slab Strip footing

Steel Bar Reinforcements
Supply and fix steel bar reinforcement including bending, hooking, tying wire, cutting spacers and supporting in position

10mm Dia Bars 8mm Dia Bars

Sawn Formwork;

Strip footings
Sides of Strip footing
Floor Beds
Edges of surface beds; over 75mm but not exceeding 150mm high

Steel Fabric Mesh Reinforcement to BS 4483
BRC Mesh fabric movement Ref A142(weighing 2.2Kg/m2) laid in floor bed ( measured no net-allowance made for lamps)








Total Carried forward
	











SM
	











2
	
	

	

8.21
	
	

SM
	

2
	
	

	


8.22
	
	


SM
	


2
	
	

	8.23
	
	CM
	0
	
	

	


8.24
	
	


KG
	


2
	
	

	8.25
	
	KG
	2
	
	

	

8.26
	
	

SM
	

1
	
	

	
8.27
	
	
M
	
5
	
	

	

8.28
	
	

SM
	

2
	
	



	ITEM
	DESCRIPTION
	UNIT
	QUANTITY
	RATE
	AMOUNT

	






8.29
	Total Brought Forward


Masonry in Foundation

Supply, deliver and install Approved insulating concrete foam walling;including insitu concrete class 20; laid to finish
Foundation walling Labours and sundries
One layer 1000Gauge polythene sheet damp proofing
membrane; under floor bed; 300mm laps


Supply,deliver and install approved 2000 liter Cylindrical water tank to be placed on top of slab (m/s); inlcuding all ancilliary connections including taps; all to the satisfaction of the project manager

Total water tank carried to summary
	






SM
	






2
	
	

	
8.3
	
	
SM
	
2
	
	

	

8.31
	
	

NO
	

1
	
	
























PIT LATRINE CONSTRUCTION



























HFHK

	ITEM
	DESCRIPTION
	UNIT
	QUANTITY
	RATE
	AMOUNT

	


B
	ELEMENT NO.9

EXTERNAL WORKS

PIT LATRINE

Pit Excavations

Excavate for the VIP pit up to a depth of 5 meters and spread on site materials arising therefom

Excavate for strip foundation to a depth n.e 1.5 m deep, including carting away surplus and backfilling ; all to the satisfaction of the project manager
Allow for keeping the foundations free from water In-situ concrete work
	
	
	
	

	

9.11
	
	

m3
	

9
	
	

	
	
	
m3
	
2
	
	

	9.12
	
	Item
	
	
	

	

9.13
	VRC mix 1:2:4/20-20mm aggregate as described in;
150mm thick slab; including finishing with appropriate earth enable finishing.

Reinforcement bars as described elsewhere in these bills of quantities
10mm diameter

Walling works

Supply, deliver and install Approved insulating concrete foam walling;including insitu concrete class 20; laid to finish
150-200mm thick external and internal walling

Roofing works 
Gauge 30 corrugated roofing sheets of selected colour fixed to purlins as directed





Total Carried forward
	

m2
	

5
	
	

	
9.14
	
	
Kgs
	
60
	
	

	

9.15
	
	

m2
	

15
	
	

	
9.16
	
	
m2
	
4
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	ITEM
	DESCRIPTION
	UNIT
	QUANTITY
	RATE
	AMOUNT

	



9.17
	Total Brought Forward
Timber batten doors

Procure, deliver and install timber battens doors with and including approved softwood door frame

FINISHES
External wall finishes 

 Earth enabled Render finish

Apply approved Earth-enabled finish render to finish all to the satisfaction of the project manager.

Painting and decoartions

Prepare and apply three coats of approved gloss paint to the fascia board

Allow for installation of ventillation blocks as directed UPVC Breather pipe
100mm diameter uPVC pipe installed to project manager's
satisfaction; complete with a vent cowl


Allow a provisional sum of Kshs 30,000/-for construction of other incidental work. This sum will be expended as directed

















Total for Pit Latrine carried to Summary
	



No.
	



2
	
	

	


9.18
	
	


m2
	


3
	
	

	

9.19
	
	

m2
	

5
	
	

	9.2
	
	Item
	
	
	

	

9.21
	
	

m
	

3
	
	

	
9.22
	
	
Sum
	
	
	



	ITEM
	DESCRIPTION
	
	
	
	AMOUNT

	



1
	
MAIN SUMMARY COLLECTION SUBSTRUCTURE
	
	
	
	

	2
	R.C SUPERSTRUCTURE
	
	
	
	

	3
	WALLING
	
	
	
	

	4
	ROOFING & RAINWATER COLLECTION
	
	
	
	

	5
	WINDOWS
	
	
	
	

	6
	DOORS
	
	
	
	

	7
	FINISHES
	
	
	
	

	8
	WATER TANK
	
	
	
	

	9
	PIT LATRINE




Total Builder's Works Carried to Grand summary
	
	
	
	



PROPOSED HFHK SOCIAL HOUSING, HOMABAY (Incremental House &  Pit Latrine)

GRAND SUMMARY PAGE

	ITEM
	DESCRIPTION
	AMOUNT(KSHS)

	

1
	

PRELIMINARIES
	

	
2
	
BUILDER'S WORKS

SUB TOTAL ( RATES INCLUSIVE OF 16% VAT)


TOTAL FOR 1 HOUSE
	

	
	GRAND TOTAL FOR 15 HOUSES CARRIED TO THE FORM OF TENDER (INCLUSIVE OF
VAT)
	



	Amount in words kenya shillings.

	………..........................................………………….……………………………………………………………

	……………...........................………………………………………………………………………………………
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